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PRINTER ALCOHOL TESTER

เครื�องวัดแอลกอฮอล์
 

Professional Breath Alcohol Analyzer 

IMPORTANT: Many factors (e.g. environment gas residue, 
smoke & various smell in human mouth, etc...) may affect the 
Blood Alcohol Concentration (BAC) level, so the Readings are 
For Reference Only. Neither the reseller nor manufacturer 
accept any liability arising from the use of this unit. DO NOT 
drink before you drive! 

SPECIFICATION 

• LCD : TFT 3.2" TFT QVGA display with touch pa
• Range : 0.0%BAC to 4.0%BAC
• Measurement precision : Standard deviation ±0.05%οBAC 

or ±5% of the measurement(Room temp.) 
Drift : typically <0.8% of the mesuremetn value/month

• Voltage : 4×AA 1.2V Ni-H (2400mAh or above) 
rechargeable battery. 

• Operating Temperature : 
(0°C to +40°C for optimum operation)

• Dimension : 188×78×33(mm)
• Weight : 300g (net weight)

ACCESSORY 

• skin sheath 
• writing pen 
• USB Car adaptor 
• charging seat 
• car adapter 
• powe adapter 
• big mouthpiece 
• pringting paper 4 pcs 
• mouthpiece 25 pcs 
• user manual 
• inner tube 
• metal case 
• accumulators 1.2VAANi-
• PC download cable 

 

 

 

 

MODEL : FIT 333

ถนนลําลูกกา ตําบลคูคต อําเภอลําลูกกา จังหวัดปทุมธานี  

PRINTER ALCOHOL TESTER 

แอลกอฮอล์ 

ional Breath Alcohol Analyzer With Fuel Cell Sensor 

IMPORTANT: Many factors (e.g. environment gas residue,  
smoke & various smell in human mouth, etc...) may affect the  

hol Concentration (BAC) level, so the Readings are  
For Reference Only. Neither the reseller nor manufacturer  
accept any liability arising from the use of this unit. DO NOT  

LCD : TFT 3.2" TFT QVGA display with touch panel 
Range : 0.0%BAC to 4.0%BAC 
Measurement precision : Standard deviation ±0.05%οBAC  
or ±5% of the measurement(Room temp.)  
Drift : typically <0.8% of the mesuremetn value/month 

H (2400mAh or above)  

Operating Temperature : -20°C to +70°C  
(0°C to +40°C for optimum operation) 
Dimension : 188×78×33(mm) 
Weight : 300g (net weight) 

-H (2400mAh or above) 

FIT 333 
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