
 
 
 

เครื่องควบคมุการประจกุระแสไฟฟ้าจากแผงเซลลแ์สงอาทิตย ์รุ่น EPIP30R 

 

 

 

 

 

 

 

 

TECHNICAL INFORMATION 

•  Dimension 12V/24V Auto-work,30Amp 

•  Rated solar input 30 Amps. 

•  Equalisation Voltage : 14.8 Volt 

•  High Voltage Disconnect  : 14.4 Volt 

•  Float voltage  : 13.6 Volt 

•  Low voltage Disconnect  : 11.1 Volt 

•  Low voltage Reconnect  : 12.6 Volt 

•  Terminals For wire sizes to 6mm² 

•  Self-consumption 6mA maximum 

•  Temperature -35C to 55C 

•  Enclosure IP22 

•  Compliance CE 

https://www.ponpe.com/%E0%B9%80%E0%B8%84%E0%B8%A3%E0%B8%B7%E0%B9%88%E0%B8%AD%E0%B8%87%E0%B8%A7%E0%B8%B1%E0%B8%94%E0%B9%81%E0%B8%AA%E0%B8%87%E0%B8%AD%E0%B8%B2%E0%B8%97%E0%B8%B4%E0%B8%95%E0%B8%A2%E0%B9%8C/epip30r-detail.html
https://www.ponpe.com/%E0%B9%80%E0%B8%84%E0%B8%A3%E0%B8%B7%E0%B9%88%E0%B8%AD%E0%B8%87%E0%B8%A7%E0%B8%B1%E0%B8%94%E0%B9%81%E0%B8%AA%E0%B8%87%E0%B8%AD%E0%B8%B2%E0%B8%97%E0%B8%B4%E0%B8%95%E0%B8%A2%E0%B9%8C.html

