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Professional Instrument Manufacturer Professional Instrument Manufacturer

Specification

HT-91

Range 0~30m/s

Resolution 0.01m/s
Accuracy ±（3%+0.2）

Air velocity

Air flow
Range 0～63549 CFM

Resolution 1（＜10000）；10（≥10000）

air temperature
Range 0~50℃
Accuracy ±2℃
Resolution 0.1

Auto power off 16 minutes
Other

0℃~50℃(32~122℉）Operation temperature
-10~60℃(14~140℉)Storage temperature
10~75%RH   non-condensingStorage humidity

Power supply standard 9V battery ×1 pcs
200mm×85mm×40mmSize
115g(battery not included)Weight

Digital Anemometer

Anemometer is mainly used in electric power,iron and 
steel,petrochemicals,energy and other industries.

Air velocity,Air temperature
0~30m/s,0~90km/h,0~5860ft/min,
0~55knots,0~65mph
±5%
-10~45℃，14~113℉
±2℃
0.2℃;0.2m/s

√
14 minutes 
√
√
CR2032 3.0V
115×38×20mm
52g(lncluding battery)

HT-383

 Anemometer : เครื�องวดัความเรม็ลม 

Measurement items
Range of air velocity

Accuracy of air velocity
Range of air temperature
Accuracy of air temperature
Resolution
Max/Average/Current air velocity reading
°C/°F selection and Wind chill indication
Beauford Scale
Auto power off
Low battery indication
Backlight
Power
Size
weight

Specification

Anemometer is mainly used in electric power,iron and 
steel,petrochemicals,energy and other industries.
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